F/ICMVSS Noncompliance Recall
17307 LATCH Child Seat Attachment Information Missing From

Owner Manual

Reference Number: N172097470 Release Date: August 2017

Revision: 00

Attention: Itis a violation of Federal law for a dealer to deliver a new motor vehicle or any new or used item of motor
vehicle equipment (including a tire) covered by this notification under a sale or lease until the defect or
noncompliance is remedied.

All involved vehicles that are in dealer inventory must be held and not delivered to customers, dealer
traded, or used for demonstration purposes until the repair contained in this bulletin has been performed
on the vehicle.
Model Year
Make Model From To RPO Description
Chevrolet Silverado LD Reg Cab 2017 2017
GMC Sierra LD Reg Cab 2017 2017
I nvolved vehicles are marked fAopend on the Investigate

system. This site should always be checked to confirm vehicle involvement prior to beginning any required inspections

and/or repairs.

Condition

General Motors has decided that certain 2017 model year Chevrolet Silverado 1500 regular cab and
GMC Sierra 1500 regular cab vehicles may not comply with section 12 of Federal Motor Vehicle Safety
Standard (FMVSS) No. 225 ,syisGheinisd raensdt rseicrtti oann 2H
Safety Standard (CMVSS) No. 210. 2, ALower Univ
Booster TSheeatoswwner 6s manuals for these vehicles
tether anchorages and child restraint anchorage systems in the vehicle. If child restraints are not properly
secured in the vehicle, child occupants could be at greater risk of injury in a crash.

Correction

Print and insert revised owner manual inserts to the vehicle owner manual.

Parts

No parts are required for this repair.

Warranty Information

Labor Labor Trans. Net
Operation Description Time Type Item
9103313 Print and Install Owner Manual Inserts 0.2 ZFAT N/A

Service Procedure

1. Print the appropriate language insert for your service area.

2. Locate the owner manual in the accessories bag within the vehicle.

3. Install the

owner manual inserts to the owner manual.

Copyright 2017 General Motors. All Rights Reserved. Page 1 of 30

Veh



F/ICMVSS Noncompliance Recall

17307 LATCH Child Seat Attachment Information Missing From

Owner Manual

English

Supplement to the 2017 Silverado and Sierra Owner Manuals

This information replaces the
information located under “Lower
Anchors and Tethers for Children
(LATCH System)” found in Seats
and Safety Belt section of your
owner manual.

Lower Anchors and Tethers for
Children (LATCH System)

The LATCH system secures a child
restraint during driving or in a crash.
LATCH attachments on the child
restraint are used to attach the child
restraint to the anchors in the
vehicle. This system is designed to
make installation of a child restraint
easier.

In order to use the LATCH system in
your vehicle, you need a child
restraint that has LATCH
attachments. LATCH-compatible
rear-facing and forward-facing child
seats can be properly installed
using either the LATCH anchors or
the vehicle's safety belts. Do not
use both the safety belts and the

Litho in U.S.A.
Part No. 84360190

LATCH anchorage system to secure
a rear-facing or forward-facing
child seat.

Booster seats use the vehicle's
safety belts to secure the child in
the booster seat. If the manufacturer
recommends that the booster seat
be secured with the LATCH system,
this can be done as long as the
booster seat can be positioned
properly and there is no interference
with the proper positioning of the
lap-shoulder belt on the child.

Make sure to follow the instructions
that came with the child restraint,
and also the instructions in this
manual.

When installing a child restraint with
a top tether, you must also use
either the lower anchors or the
safety belts to properly secure the
child restraint. A child restraint must
never be attached using only the top
tether.

The LATCH anchorage system can
be used until the combined weight
of the child plus the child restraint is
29.5kg (65 Ibs). Use the safety belt
alone instead of the LATCH
anchorage system once the
combined weight is more than

29.5 kg (65 Ibs).

See Securing Child Restraints (With
the Safety Belt in the Center Front
Seat) or Securing Child Restraints
(With the Safety Belt in the Rear
Seat) or Securing Child Restraints
(With the Safety Belt in the Front
Passenger Seat).

Child restraints built after March
2014 will be labeled with the
specific child weight up to which the
LATCH system can be used to
install the restraint.

The following explains how to attach
a child restraint with these
attachments in the vehicle.

Not all vehicle seating positions or
child restraints have lower anchors
and attachments or top tether

“2017 General Motors LLC. All Rights Reserved.

4848115
2
anchors and attachments. In this Lower anchors (1) are metal bars forward movement and rotation of
case, the safety belt must be used built into the vehicle. There are two the child restraint during driving or in
(with top tether where available) to lower anchors for each LATCH a crash.
secure the child restraint. seating position that will . .
See Securing Child Restraints (With accommodate a child restraint with 'SriI:le I?{Shr:? ;:r;;lgtr g]?jzgﬁ\é?hi;r (4)
the Safety Belt in the Center Front lower attachments (2). ng - - :
Seat) or Securing Child Restraints Et'llgslzxgh?%etg : ;'}%I?e the to
(With the Safety Belt in the Rear Top Tether Anchor e i Be anchor .
Seat) or Securing Child Restraints :
(With the Safety Belt in the Front Some child restraints that have a
Passenger Seat). top tether are designed for use with
or without the top tether being
Lower Anchors attached. Others require the top
tether always to be attached. In
Canada, the law requires that
forward-facing child restraints have
a top tether, and that the tether be
attached. Be sure to read and follow
the instructions for your child
restraint.
A top tether (3, 4) anchors the top of
the child restraint to the vehicle.
A top tether anchor is built into the
vehicle. The top tether
attachment (2) on the child restraint
connects to the top tether anchor in
the vehicle in order to reduce the
4848118
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Lower Anchor and Top Tether

Anchor Locations

\ , f

Regular Cab — Two-Passenger

Front Seat

4

2 £2

A l

Regular Cab — Three-Passenger
Front Seat

b - Seating positions with
top tether anchors.

Do not install a child restraint in the
center front seating position.

See Securing Child Restraints (With
the Safety Belt in the Center Front
Seat) or Securing Child Restraints
(With the Safety Belt in the Rear
Seat) or Securing Child Restraints
(With the Safety Belt in the Front

Crew and Double Cab Rear Seat
b - Seating positions with
top tether anchors.

9 : Seating positions with two lower
anchors.

Passenger Seat) for more
information.

To assist in locating the lower
anchors on crew cab models, each
seating position with lower anchors

4848119

has two labels near the crease
between the seatback and the seat
cushion.

For double cab models, the rear
outboard seating positions have
exposed metal lower anchors in the
crease between the seatback and
the seat cushion.

For regular cab models, there is an
anchor symbol on the cover to
assist you in locating the top tether
anchors.

Do not install a child restraint in the
front center seating position.

See Securing Child Restraints (With
the Safety Belt in the Center Front
Seat) or Securing Child Restraints
(With the Safety Belt in the Rear
Seat) or Securing Child Restraints

(With the Safety Belt in the Front
Passenger Seat) for more
information.

H

For regular cab models, the top
tether anchors are under covers on
the back panel behind the
passenger seat. Remove the trim
plug to access the anchor. Be sure
to use an anchor on the same side
of the vehicle as the seating
position where the child restraint will
be placed.

Regular Cab

Crew Cab Shown, Double Cab
Similar

For crew and double cab models,
the top tether anchors are the loops
near the top of the seatback for
each rear seating position. These
loops will be used to route the top
tether through, as well as to secure
the top tether to the vehicle. Be sure
to use the anchor (loop) on the
same side of the vehicle as the
seating position where the child
restraint will be placed.

4848120
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Be sure to read the following
instructions to properly install a child
restraint using these loops.

Do not secure a child restraint in a
position without a top tether anchor
if a national or local law requires
that the top tether be attached, or if
the instructions that come with the
child restraint say that the top tether
must be attached.

According to accident statistics,
children and infants are safer when
properly restrained in a child
restraint system or infant restraint
system secured in a rear seating
position. See Where to Put the
Restraint for additional information.

Securing a Child Restraint
Designed for the LATCH
System

A Warning

If a LATCH-type child restraint is
not attached to anchors, the child
restraint will not be able to protect
the child correctly. In a crash, the
child could be seriously injured or
killed. Install a LATCH-type child
restraint properly using the
anchors, or use the vehicle's
safety belts to secure the
restraint, following the instructions
that came with the child restraint

A Warning

Do not attach more than one child
restraint to a single anchor,
except for the center top tether
anchors in the crew and double
cabs. Attaching more than one
child restraint to a single anchor
could cause the anchor or
attachment to come loose or even
break during a crash. A child or
others could be injured. To reduce
the risk of serious or fatal injuries
during a crash, attach only one
child restraint per anchor.

and the instructions in this

manual. A Warning
Children can be seriously injured
or strangled if a shoulder belt is
wrapped around their neck. The
shoulder belt can tighten but
cannot be loosened if it is locked.
(Continued)
4848121
6
_ _ ' This system is designed to make
Warning (Continued) Caution installation of child restraints easier.
The shoulder belt locks when it is Do not let the LATCH ﬁ\;';et“:i‘gﬁi;’:fng"eﬂcgzﬁgo not
pulled all the way out of the attachments rub against the Instead use the vehicle's anc‘hors
retractor. It unlocks when the vehicle's safety belts. This may and child restraint attachments to
shoulder belt is allowed to go all damage these parts. If necessary, secure the restraints. Some
the way back into the retractor, move buckled safety belts to restraints also use another vehicle
but it cannot do this if it is avoid rubbing the LATCH anchor to secure a top tether.
wrapped around a child's neck. attachments. Reaular Cab Model
; egular Cab Models
Ifthe shoulder belt is I'oc'ked and Do not fold the rear seatback )
tightened around a child’s neck, . . 1. For models without a rear seat,
! when the seat is occupied. Do not i ; ,
the only way to loosen the belt is fold the empty rear seat with a forward-facing child restraints
to cut it. afety belt b ykled Thi Id should only be installed in the
saiety belt buc - 1his cou right front seating position with
Buckle any unused safety belts damage the safety belt or the safety belts and a top tether
behind the child restraint so seat. Unbuckle and return the See Securing Child Restram‘ts
children cannot reach them. Pull safety belt to its stowed position, (With the Safety Belt in the
the shoulder belt all the way out before folding the seat. Center Front Seat) or Securing
of the retractor to set the lock, Child Restraints (With the
and fighten the belt behind the If you need to secure more than one Safety Belt in the Rear Seat) or
child restraint after the child child restraint in the rear seat, see Securing Child Restraints (With
restraint has been installed. Where to Put the Restraint. the Safety Belt in the Front
Passenger Seat).
4848125

Page 4 of 30



F/ICMVSS Noncompliance Recall
17307 LATCH Child Seat Attachment Information Missing From

Owner Manual

7

If the child restraint
manufacturer recommends that
the top tether be attached,
attach and tighten the top
tether to the top tether anchor,
if your vehicle has one. Refer
to the child restraint
instructions and the following
steps:

1.1. Fold the passenger
seatback forward to
access the top tether
anchor. See Reclining
Seatbacks.

1.2. Find the top tether
anchor.

1.3. Remove the cover to
expose the anchor.

1.4. Route, attach, and tighten
the top tether according
to your child restraint
instructions and the
following instructions:

8

If the position you are
using has an adjustable
head restraint and you
are using a dual tether,
route the tether around
the head restraint.

/“\
‘.
\\""' )

If the position you are
using has an adjustable
head restraint and you

are using a single tether,
raise the head restraint
and route the tether
under the head restraint
and in between the head
restraint posts.

2. Secure the child restraint in the
right front seating position with
the vehicle safety belts.

See Securing Child Restraints
(With the Safety Belt in the
Center Front Seat) or Securing
Child Restraints (With the
Safety Belt in the Rear Seat) or
Securing Child Restraints (With
the Safety Belt in the Front
Passenger Seat).

3. Before placing a child in the
child restraint, make sure it is
securely held in place. To
check, grasp the child restraint
at the safety belt path and
attempt to move it side to side
and back and forth. There
should be no more than 2.5 cm
(1in) of movement for proper
installation.

Crew Cab Models 2.

1. Attach and tighten the lower
attachments to the lower
anchors. If the child restraint
does not have lower
attachments or the desired
seating position does not have
lower anchors, secure the child
restraint with the top tether and
the safety belts. Refer to your
child restraint manufacturer’'s
instructions and the
instructions in this manual.

1.1. Find the lower anchors
for the desired seating
position.

1.2. Put the child restraint on
the seat.

1.3. Attach and tighten the
lower attachments on the
child restraint to the lower
anchors.

Example — Rear Driver Side

For forward-facing child
restraints, attach and tighten
the top tether to the top tether
anchor (loop), if your vehicle
has one. Follow the child
restraint instructions the
vehicle LATCH anchor weight
limits described at the
beginning of this section, and
the following steps:

Position

Example — Rear Driver Side
Position

2.1. For a top tether in the
rear driver side position:

2.1.1. Raise the
headrest.

Route the top
tether (4) between
the headrest
posts, through the
loop (3), behind
the inboard

21.2.

4848126

4848128
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headrest post, and 2.3. For atop tether in the If child restraints are installed
under the center rear passenger position: in both outboard positions, both
shoulder belt (2). 231, Raise the top tethers can be attached to
2.1.3. Then attach the headrest. the center loop. Top tethers
top tether (4) to 232 Route the fo can bgs aﬂgched for child
the top tether s p rest(alnts |n'e':ll three rear
tether (4) between seating positions at the same
anchor (loop) (1) at the headrest ti . .
the center rear ime, following the routing
seating position. E%s;sé;l}feugh the instructions above.
2.2. For a top tether in the passenger side o Bﬁgre ptlaqwtg a GI':"d in tl'1te'
rear center position: and behind the I restal ,'ma SSHISIEE
inboard securely held in place. To
2.2.1. Route the top headrest post check, grasp the child restraint
tether (4) through post at the LATCH path and attempt
the center loop (1), 2.3.3. Then attach the to move it side to side and
and behind the top tether (4) to back and forth. There should
passenger side the top tether be no more than 2.5cm (1in)
headrest post. anchor (loop) (1) at of movement for proper
2.2.2. Then attach the he center rear installation.
top tether (4) to sealing postion. Double Cab Models
the top tether 3. Tighten the top tether per the .
anchor (loop) at child restraint manufacturer's 1. Remove the headrest prior to
the rear passenger instructions. installing a forward-facing child
side seating . restraint in an outboard rear
position. When the top tether is properly seating position. See “Headrest
tightened, the anchor (loop) Removal and Reinstallation” at
may bend. This is normal and the end of this section.
will not damage the vehicle.
4848151
10
2. Aftach and tighten the lower 3. For forward-facing child
attachments to the lower restraints, attach and tighten
anchors. If the child restraint the top tether to the top tether
does not have lower anchor (loop). Follow the child
attachments or the desired restraint instructions, the
seating position does not have vehicle LATCH anchor weight
lower anchors, secure the child limits described at the
restraint with the top tether and beginning of this section, and
the safety belts. Refer to your the following steps:
child restraint manufacturer’s
instructions and the 1 2
instructions in this manual. n
2.1. Find the lower anchors == Example — Rear Driver Side
for the desired seating - 4 Position
position. _ 3.1. For a top tether in the
2.2. Put the child restraint on | rear driver side position:
the seat. ] 3.1.1. Remove the
2.3. Attach and tighten the /ﬁ headrest.
lower attachments on the !
- . | 3.1.2. Route the top
:11lédhcr’?:tralnt to the lower \ y . . tether (4) through
: Example — Rear Driver Side the loop (3) on the
Position driver side under
the center
shoulder belt (2).
4848158
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3.1.3. Then attach the
top tether (4) to
the top tether
anchor (loop) (1) at
the center rear
seating position.

3.2. For a top tether in the
rear center position:

3.2.1. Route the top
tether (4) through
the center loop (1),
and behind the
passenger side
headrest post.

Then attach the
top tether (4) to
the top tether
anchor (loop) at
the rear passenger
side seating
position.
3.3. For a top tether in the
rear passenger position:
331

3.2.2

Remove the
headrest.

3.3.2. Route the top
tether (4) through
the loop on the
passenger side.

. Then attach the
top tether (4) to
the top tether
anchor (loop) (1) at
the center rear
seating position.

4. Tighten the top tether per the
child restraint manufacturer's
instructions.

When the top tether is properly
tightened, the anchor (loop)
may bend. This is normal and
will not damage the vehicle.

If child restraints are installed
in both outboard positions, both
top tethers can be attached to
the center loop. Top tethers
can be attached for child
restraints in all three rear
seating positions at the same
time, following the routing
instructions above.

5. Before placing a child in the
child restraint, make sure it is
securely held in place. To
check, grasp the child restraint
at the LATCH path and attempt
to move it side to side and
back and forth. There should
be no more than 2.5¢cm (1in)
of movement for proper
installation.

Headrest Removal and
Reinstallation

Crew Cab Models

For outboard rear seating positions,
if the child restraint cannot be
installed properly with the headrest
in place, the headrest may be
removed. See your dealer for
assistance with removal.

Store the removed headrests in a
secure place. Reinstall the headrest
before the seating position is
moved.

4848159
12
To reinstall the headrest: To remove the headrest: To reinstall the headrest:
= - I I fl - I
Y A [ 4 T Y A
& & &
1. Insert the headrest posts into 1. Press both buttons on the 1. Insert the headrest posts into
the holes in the top of the headrest posts and pull up on the holes in the top of the
seatback with the longer the headrest. seatback with the longer
chrome plated post toward the . chrome plated post toward the
driver side of the vehicle. 2 g’lt:;‘z i Hgarirasin & Sacus driver side of the vehicle.
2. Push the headrest all the way . g 2. Push the headrest all the way
down until it contacts the top of 3. r:pg\;éze rﬂ;g;f:;:‘ﬁézdmst down until it contacts the top of
the seatback. before the seating position the seatback.
Double Cab Models is used.
The rear outboard headrests should
be removed when installing
forward-facing child restraints.
4848162
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French
Supplément aux guides du propriétaire Silverado et Sierra 2017
Ces renseignements remplacent Afin d'utiliser le systéme LATCH Veiller a suivre les instructions
ceux situés sous « Ancrages dans votre véhicule, vous devez fournies avec le siége pour enfant
inférieurs et sangles pour siége disposer d'un siége pour enfants ainsi que les instructions de ce
d'enfant (Systéme LATCH) » qui se muni des fixations LATCH. Les manuel.
rrogvent dans'fa section Sieges gr siégels pour enflant's‘ faisa!'lt face Au moment dinstaller un siége pour
ceinture de sécurité de votre guide vers l'avant et l'arriére qui sont s
du propriétaire. compatibles LATCH peuvent étre enfant avec une sangle supérieurs,
. ; . . il faut egalement utiliser les
Ancrages inférieurs pour siége :2?:ﬁifaﬁge&%%zmoﬁ';elg'hsam ancrages inférieurs ou les ceintures
d'enfant (Systéeme LATCH) ceintures de sécurité du véhicule do shcuris pour T adéquatement
o . : le siége pour enfant. Un siége pour
Le systéme LATCH permet de Ne pas utiliser les ceintures de enfants ne doit jamais &tre fixé
retenir en place un siége pour sécurité et le systéme d'ancrage seulement a I'aide de la sangle
enfants pendant la conduite ou une LATCH conjointement pour fixer un supérieure.
collision. Les fixations LATCH sur siege pour enfants faisant face vers . .
un siége pour enfants sont utilisées I'arriére ou vers I'avant. Le systeme d ancrage LATCH peut
pour retenir le siége pour enfants Les rehausseurs utilise les ceintures 2};:];:":5 Zéulzq#f:mc :ﬁgj :? p(;ldzu[
aux encrages du vehicule. Ce de sécurité du véhicule pour fants soit de 29.5 ka (65 ;E';g P
systéme est congu pour faciliter attacher F'enfant dans le rehausseur. | Snfants soit de 29,5 kg (65 b).
Iinstallation d'un siége pour enfant. Si le fabricant recommande de fixer Lorsqua le polds combing ost
le rehausseur avec le systéeme Superieur a 29’5, kg .(55 ":!)‘ utiliser
LATCH, on peut le faire pourvu quil la ceinture de sécurité uniquement
. ' o plutdt que le systéme d'ancrage
soit possible de positionner le LATCH
rehausseur correctement et qu'il n'y :
ait aucune interférence avec
l'alignement adéquat de la ceinture
sous-abdominale et d'épaule sur
I'enfant.
“2017 General Motors LLC. Tous droits réservés
4847887
2
Voir Fixation de siéges pour enfants ceinture de sécurité surle siége du systéme LATCH qui peut
(avec la ceinture de sécurité surle avant central) ou Fixation de siéges accueillir un siége pour enfant avec
siege avant central) ou Fixation de pour enfants (avec la ceinture de des fixations inférieures (2).
siéges pour enfants (avec la sécurité sur le siége arriére) ou -
ceinture de sécurité sur le siége Fixation de siéges pour enfants Ancrage de sangle supérieure
arriére) ou Fixation de siéges pour (avec la ceinture de sécurité sur le
enfants (avec la ceinture de sécurité siége avant cité passager).
sur le siege avant cété passager). Ancrages inférieurs
Les siéges pour enfants construits
aprés Mars 2014 comportent une
etiquette mentionnant le poids
corporel maximum admissible d'un
enfant pour installer le siége avec le
systéme LATCH.
La suite explique comment fixer un
siége pour enfant avec ces fixations
dans le véhicule.
Tous les siéges du véhicule et tous Une sangle supérieure (3, 4) permet
les siéges d'enfant ne disposent pas d'ancrer le haut du siége pour
d'ancrages inférieurs et de fixations enfant au véhicule. Un ancrage de
ou bien d'ancrage de sangle sangle supérieure est intégré au
supérieure et de fixations. Dans ce Les ancrages inférieurs (1) sont des veéhicule. La fixation de la sangle
cas, la ceinture de sécurité doit étre barres en meétal intégrées au supérieure (2) du siége pour enfant
utilisé (avec la sangle supérieure si veéhicule. Il existe deux ancrages s'attache a I'ancrage de sangle
elle est présente) pour fixer le siége inférieurs pour chaque siége muni supérieure dans le véhicule afin de
pour enfants. Voir Fixation de réduire le mouvement vers l'avant et
siéges pour enfants (avec la
4847893
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la rotation du siége pour enfant Emplacements de l'ancrage o

durant le déplacement ou lors d'une inférieur et de I'ancrage de @ ﬁ{b

collision. sangle supérieure == [
[

r—
Le siége pour enfant peut avoir une |
sangle unique (3) ou une sangle @,j, I |
double (4). Les deux auront une _r__._"_—.;1 = —
/

fixation unique (2) pour fixer la |

4
-
\I

-

‘ l Cabine classique — siége avant
pour trois passagers

sangle supérieure a l'ancrage. |

|
Certains siéges pour enfant dotées { | J l
d'une sangle supérieure sont )-— ~ }—— —
congus pour étre utilisés avec ou \ [ 4
sans la sangle supérieure attachée. { |
D'autres nécessitent que la sangle |

supérieure soit toujours attachée. \ = j )

Au Canada, la loi exige qu'un siége &b : Places assises avec ancrages
pour enfant dirigé vers l'avant soit Cabine classique — siége avant de sangle supérieure.

muni d'une attache supérieure et pour deux passagers Ne pas installer de dispositif de

que cette attache soit fixée.
S'assurer de lire et de suivre les
instructions du siége pour enfant.

retenue pour enfant a la position de
siége central avant. Se reporter a
Fixation de siéges pour enfants
(avec la ceinture de sécurité sur le
siege avant central) ou Fixation de
siéges pour enfants (avec la
ceinture de sécurité sur le siége
arriére) ou Fixation de siéges pour

4847895
4
enfants (avec la ceinture de sécurité P
sur le siége avant cité passager) ' nhe
pour plus de renseignements. 3 \g
20 2 i Ng
Pour vous permettre de repérer les Dans les modéles a cabine
ancrages inférieurs dans les classique, un pictogramme
modéles a cabine double, chaque d'ancrage figure sur la housse pour
place assise équipée d'ancrages vous aider a repérer les ancrages
g inférieurs comporte deux etiquettes de sangle supérieure.
@ @ 32”{?%?’2?\3; ||2 3{?;:;2? dmue;:il[ar;e Ne pas installer de dispositif de
— et lo r?ou‘ssin du siege €9 retenue pour enfant a la position de
T = ege. siége central. Se reporter a Fixation
Pour les modéles a double cabine, de siéges pour enfants (avec la
Siége arriére de cabine multiplace les places arriére latérales sont ceinture de sécurité sur le siége
et double cabine equipées d'ancrages inférieurs avant central) ou Fixation de siéges
L - Places assises avec ancrages metalliques apparents, dans le pli pour enfants (avec la ceinture de
§ = ag entre le dossier et le coussin du securite sur le siége arriere) ou
de sangle supérieure. - S "
) . siége. Fixation de siéges pour enfants
9 Place's assises munies de deux (avec la ceinture de sécurité sur le
ancrages inférieurs. siege avant cité passager) pour
plus de renseignements.
4847898
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4847917
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